kinetex

Carbon Copy | 1854

Modular

Product Specifications

Construction
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Standard Adhesive

Standard Warranties
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Special Technologies

LR

Textile Composite

Polyester Felt Cushion
Solution Dyed

Polyester - Applied Pattern
N/A

4.5 0z - 5.2 0z/ square foot
.205 inches

24" x 24" modules

Kinetex Adhesive

18 modules per box (72 sq.ft)

Kinetex Adhesive
Kinetex

Environmental Specifications & Tests

Carbon Footprint:

Recyclability:

Indoor Air Quality
Total Recycled

Radiant Panel

Smoke Density

ADA Compliance

Lightfastness

Installation Methods:

Brick, Ashlar, Quarter Turn

3406 Photocopy 3407 Generation 3408 Dead Rin... 3409 Duplicate

Carbon Neutral

100% Closed-loop Recyclable
Platinum Certified

GLP2690

45%

Class 1

Less then 450 flaming (ASTM E 662)
Less then 3 kv (AATCC-134)
Compliant For Accessible Routes
Yes

Yes
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https://www.jjflooringgroup.com/wp-content/uploads/Kinetex-Adhesive-2021-1.pdf
https://www.jjflooringgroup.com/wp-content/uploads/kinetex-warranty-2021.pdf
https://www.jjflooringgroup.com/product/carbon-copy/

