
Are high levels 
of moisture in 
the concrete slab 
causing issues with 
your project’s floor 
covering? We can help.

Product Solutions to combat high RH/pH levels  3

3 PRODUCT SOLUTIONS TO HELP 
COMBAT MOISTURE ISSUES

Kinetex® with PreFix® 
(No Moisture Test or                               
Vapor Barrier  Required)

Nexus® Modular Carpet  
with TileTabs

J+J 5mm LVT with TileTabs®

100% RH

99% RH

 RH

Tired of confusing fine print warranties?  
Take a look at our easy-to-read 10 Year  
and Lifetime warranties. 
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Warranty: Installed with Kinetex 
Adhesive (non-prorated) Lifetime

Warranty: Kinetex with PreFix® Lifetime

Warranty: Installed With Any  
Other Adhesive Not Covered

Max RH, pH 100% RH, pH 11

Warranty: Installed with TileTabs® Lifetime

Warranty: Installed with Commercialon® 
Premium Adhesive and Commercialon® High 
Moisture Adhesive (non-prorated)

Lifetime

Warranty: Installed With Any  
Other Adhesive 1 year

Max RH, pH Installed Without Commercialon® 
Premium Sealer 90% RH, pH 9

Max RH, pH Installed With  Commercialon® 
Premium Sealer

99% RH, pH 11 (TileTabs)
--

97% RH, pH 11
(Commercialon Adhesive)

Max RH, pH:
Installed with Commercialon®   
High Moisture Adhesive

99% RH, pH12

Warranty: Installed with TileTabs® 10 years (5mm only)

Warranty: Installed With Commercialon® 
Premium Adhesive (non-prorated) 10 years

Warranty: Installed With Any  
Other Adhesive 1 year

Max RH, pH Installed Without Sealer 90% RH, pH 9

Max RH, pH Installed With  Commercialon® 
Premium Sealer

99% RH, pH 11 (TileTabs, 5mm)
--

97% RH, pH 11
(Commercialon Adhesive,  

2.5mm, 3mm)

Max RH, pH:
Installed with Commercialon®   
High Moisture Adhesive 99% RH, pH12

Kinetex® Nexus® Modular J+J LVT (2.5mm, 3mm, 5mm)

*Product must be installed per manufacturer-approved instructions.
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Can install on floor 
with up to 100% RH

No moisture 
mitigation 

needed

 Can install on floor 
up to 11 pH

Inherently resists 
microbial growth
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